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Logo

OVERVIEW

Proper usage of the logo ratio is imperative to keeping
a consistent branding mark across all forms of media,
literature and other forms of customer / business
communications.

RATIO / SIZING

Sea Hawk logo files are created with proper brand
mark ratios so there should be no need to ever adjust
preexisting files. When sizing the logo, always size
proportionately. The guidelines shown here will help
ensure that you are using the correct logo files in your
layout.

REGISTRATION MARK

The registration mark MUST be on the Sea Hawk logo.

PREMIUM YACHT FINISHES

Reversed all white Sea Hawk logo file name:
Sea Hawk Logo - reversed - all white.eps

OPTIONAL T-SHIRT LOGO USAGE

Sea Hawk

PREMIUM YACHT FINISHES

For large back prints on t-shirts use the logo with
file name:

T-Shirt Back Print - stacked SH logo.eps
Pantone Colors:

Blue - PMS 300

Black - PMS Black 6

For the chest print, use Sea Hawk logo file name:
Sea Hawk Logo - PMS 300 and Blk.eps

at 3.5 inches wide.

PREMIUM YACHT FINISHES

CMYK Sea Hawk logo file name:
Sea Hawk Logo - CMYK.eps

CMYK formulas:
Blue - 95, 60, 0, 0
Black - 0, 0, 0, 100

PREMIUM YACHT FINISHES

Spot color Sea Hawk logo file name:
Sea Hawk Logo - PMS 300 and Blk.eps

Pantone Colors:
Blue - PMS 300 C
Black - PMS Black 6 C




OVERVIEW

Font usage is particularly important to the Sea Hawk
Brand guidelines. Comprehensive font usage adds
consistency to the brand and allows all printed materials
to be focus on Brand implementation.

Arial
All fonts for general layouts use the Arial font family.
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The Proven Water Based
Antifouling Solution

For over d d MONTEREV Antifouling has bee:
the proven leader in environmen tally frlendly
i 'S S

Major Headlines: Initial caps for all headlines. Arial Bold
30 - 40 point (depending on headline length). Color is the
Sea Hawk logo blue CMYK formula 95, 60, 0, 0 or the —
spot color PMS 300 C. .

. . / The Science of Monterey
Sub-Heads: Initial caps for all sub-heads. Arial Regular MONTEREY is oatfnsthat
20 point. Color is the Sea Hawk logo blue CMYK formula ,
95, 60, 0, 0 or the spot color PMS 300 C.

Body Text: Arial Regular 10 point. Color is 77% black.
Space After paragraphs is .065”.

s
ingredients than other antifoulings

Call to Action Statement: Arial Regular 14 point. Color \ B —
iS the Sea HaWk Iogo blue CMYK formUIa 951 601 0! 0 or , Ask your boatyard and marine supply centers for Sea Hawk's MONTEREY Antifouling
the spot color PMS 300 C. i WWW. SeaHakaalnts com
< S Hand Crafted in Se

Americal
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Arial BOId Note regqrding font formats: It is
ABCDEFGHIJKLMNOPQRSTUVWXYZ oo b e e o,

font name. Opentype is used so

abcdefghijkimnopqgrstuvwxyz that the font can be available for
PC well as M .

1234567890!@#$%" &*() Truetyps Face is also cross.
platform to a degree, and can be
used if the Opentype format is not

Arial Regular available.
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
1234567890!@#$%"&*()




Minor Headlines (headlines for second side of flyers —_—

and headlines below main headline that need more
emphasis than typical subheads): Initial caps for all
minor headlines. Arial Regular 20 - 26 point (depending
on headline length). Color is the Sea Hawk logo blue

CMYK formula 95, 60, 0, 0 or the spot color PMS 300 C.

Bullets: Arial Regular 10 point. Text coloris 77% —_—

black and bullet color is the Sea Hawk logo blue
CMYK formula 95, 60, 0, 0 or the spot color PMS
300 C.

Bullet indents .15 inches from left edge and text
indents .3 inches from left edge.
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MONTEREY Water-Based Antifouling — FAQs

1. What type of boat hulls can MONTEREY be applied to?
Answer: Fiberglass, wood and properly prepared steel and aluminum
substrates.

2. How many seasons of use will a typical boat owner get from a certified

MONTEREY application?

Answer: MONTEREY is a multi-season ablative coating. Service life is

determined by a number of variables including number of coats applied,

frequency of use, length of season, frequency and aggressiveness of cleaning.

What type of coatings can MONTEREY be applied over? | 'le'lmlﬂﬁ

Answer: Most existing bottom paints in good condition. Please see our E ==

Compatibility Chart for reference on our Product Buying Guide which can be %ﬁ_g’
at www. X re

w

4. How many coats of MONTEREY are recommended? - -
Answer: Two full coats plus a third at the waterline and other high Black 5445 Dark Blue 5430
wear areas. ] u

5. How long does MONTEREY need to cure before the boat can be launched? Buesisz  Red 5441
Answer: 12 hours [ |

6. What is the best way to achieve the optimum performance from a MONTEREY
protected bottom?

MONTEREY is a water-based semi-hard ablative
coating that is easy to apply, emits low VOC's,

yet contains the highest grade of cuprous oxide
available. Its semi-hard ablative characteristics
means it lasts longer, yet self-polishes itself to help
keep your hull smooth and barnacle-free while
providing a host of unsurpassed benefits.

Low odor
Easy cleanup with soap and water

Supports Air Quality Management
District standards

More active ingredients than other antifoulings
in its class

Ideal for marine professionals and DIY'ers alike
*The best written warranty available

hl);
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Color

OVERVIEW
Consistent color use is an integral part of Sea Hawk
branding in all aspects of media.

ety ™ ; B s

Advanced Antifoulihg Science

Sea Hawk Paints is on the scientific leading edge of hull bottom
maintenance. Bringing boat owners long-lasting protection from bottom 4

growth along with unprecedented customer care is at the very core of
who Sea Hawk Paints is and has been for the past four decades.
Made with care and attention to every detail, every gallon is inspected before it leaves

Major Headlines: Sea Hawk Iogo blue CMYK formula Zf;tf::t\‘g:/vtgue:::rfﬂluhril;;:neetsaurstrmgentquahtvcontro\ requirements. Bottom
95, 60, 0, 0 or the spot color PMS 300 C.

Call Outs, Text Highlights and Accent Color:
Red CMYK formula 15, 100, 100, 0.

BIOCOP TF is considered the top performer among antifouling
paints and is safe in salt or fresh water on boats of all sizes.

9 m—3p- CUKOTE™ { o
95 60 0 O or the Spot Color PMS 300 C CUKOTE's high loading of cuprous oxide makes this formulation a top performer, even | i vk |
’ ' 4 in the most severe fouling areas. As an ablative, self-polishing coating, there is no . uf
buildup of bottom paint over time. Your hull’s underwater surface remains smooth and e
‘) clean. CUKOTE copolymer can also withstand removal from water without affecting its REOT

Body Text: 77% blaCk antifouling properties. CUKOTE is the premium self-polishing antifouling paint that has = =
established the standard in the industry. -

BIOCOP TF™

{ Developed as an alternative to tin-based antifouling paints,
BIOCOP TF offers protection from bottom growth in the
harshest marine environments and provides maximum
protection. A new dual-biocide technology and revolutionary
polymer binder system, “PL3," produces an engineered
biocide that leaves no harmful effects on the environment.

MISSION BAY™

A proven solution that protects
boats with advanced copper-

& AF-33 is a harder ablative
antifoulant, for a more durable
finish on all types of vessels.

On workboats or daysailers, this
multi-season formula is available
for a single-season price. AF-

33 may be used on all types of
vessels and delivers dependable
performance that you can count

Call to Action Statement: Sea Hawk logo blue CMYK === \r33m
formula 95, 60, 0, 0 or the spot color PMS 300 C. ,l fea s

Sea Hawk logo: the Sea Hawk logo will be provided
to the designer and should not be altered in any way

——— free biocide. When exposed
to UV light, the nano-based
technology copolymer releases
active copper-free biocide,
which dissipates in seconds
without bioaccumulation into
the environment. Mission Bay

regarding color, proportions, etc. (see page 2) our boace hun botom. " Wihout the use o 8 tradtanal
barrier coat system.

i Ask your boatyard and marine supply centers for Sea Hawk Paints

i www.SeaHawkPaints.com ... .

Hand Cratedin @A

America!
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Graphic Artwork Elements

OVERVIEW

Backgrounds and other company branded graphic
elements are extremely important in maintaining the Sea
Hawk brand in printed material and online documents.

SR S ——

l;l-and Crafted in Sea

Americal
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Background for front of fliers and page one
of multi-page documents

The background graphic named “SHP generic front
bg v1.jpg” should be used in the backgrounds of
the front side of fliers, cut sheets and promotional
documents.

For an example, look at page 1 in this
Brand Guideline.

Background for back of fliers and inside
pages of multi-page documents

The background graphic named “SHP generic
secondary page bg v1.jpg” should be used in the
backgrounds of the back side of fliers, cut sheets
and promotional documents.

For an example, look at page 2 of this
Brand Guideline.



LOW VOC ICONS
For Low VOC products, the icon below should be used on labels and promotional
literature. Change the number of grams per liter per the product’'s VOC attribute.

File name: 330 grams-liter VOC bug 1.eps

40 YEARS ICON OVER

The Sea Hawk brand was established in 1978. To highlight this impressive
milestone, the 40 YEARS ICON is used in digital and printed applications. H D
File name: Over 40 Years logo.eps

“HAND CRAFTED” GRAPHICALLY-ENHANCED TAG LINE

Sea Hawk products are made in small hand crafted batches in a stringent .
quality controlled environment. To bring recognition to this unique aspect of our Hand Crafted IN
paint production, use the “Hand Crafted” graphically-enhanced tag line placed Z R /SM

along the bottom of printed literature and digital applications. PLEASE NOTE:
For an example of size and placement in a full-page layout, see “SHP generic WM:

front bg v1.jpg” which shows the size and placement in a full-page layout. (Also
see page 1 of this document for an example)

File name: Hand Crafted tag line 1.eps

#::—}.. - L PREMIUM YACHT FINISHES
. “",-f:.f_}’——’ - L e ey . - . - e e o




OVERVIEW

Proper legal notifications and documentation needs to

be used on all promotional material on all platforms of

communication to ensure the intellectual property and

information belonging to Sea Hawk Paints is protected.

SHP-393 07012015 ©2016 New Nautical Coatings, Inc.

Job Number
Date file was worked on

Copyright Statement

Font treatment:: Arial Regular 4.5 point
Angled at 90° and .25” from left edge.
Positioned as illustrated.

NOTE: if Job Number and Copyright Statement
cannot be positioned as stated above, it may
used horizontally and positioned similar to the

Disclaimer Statement

i . et 22 e

The Proven W telz’-'Bés”edh
Antifouling Solution’

b= s -k -

For over a decade MONTEREY Antifouling has been
the proven leader in environmentally friendly
water-based antifouling protection for vessels

of all sizes and hull substrates.

Easy to apply with low viscosity, MONTEREY saves you time
and money by getting your boat back in the water quicker.
If you store your boat out of the water, this is the perfect
bottom paint for your boat because the antifouling power
of MONTEREY is not reduced by removal from the water.
Compatible with most paints on the market, MONTEREY
can be applied over most existing bottom paint in

good condition.

The Science of Monterey Lo

MONTEREY is a water-based semi-hard ablative coating that
is easy to apply, emits low VOC's, yet contains the fiighest o
grade of cuprous oxide available. Its semi-hard ablative '
characteristics means it lasts longer, yet self-polishes itself #’
to help keep your hull smooth and barnacle-free while -}l
providing a host of unsurpassed benefits.
« Low odor
« Easy cleanup with soap and water
« Supports Air Quality Management
District standards
« More active ingredients than other antifoulings
in its class
« Ideal for marine professionals and DIY'ers alike
 *The best written warranty available

Ask your boatyard and marine supply centers for Sea Hawk's MONTEREY Antifouling
www.SeaHawkPaints.com

" Hand Crafted in S
Anerica!

PREMIUM YACHT FINISHES
- .

*One year written warranty available through Sea Hawk Paints Certified Applicator. (sample Disclaimer Statement)

Disclaimer Statements

Font treatment:: Arial Regular 6.5 point
.25” from bottom edge.
Positioned as illustrated.




Technical Data Sheets

OVERVIEW

Within the marine coatings industry Technical Data Sheets (TDS) are

used by coatings applicators to reference safety and handling procedures,

and best application practices. There is a TDS for every primer, epoxy,

varnish and paint product Sea Hawk Paints manufactures. A template will
be provided to any designer working on a TDS, and all text formatting and

graphic element treatments are required to remain unchanged.

Update revision date

Page 1 of TDS

Secondary page of TDS

Sea J

PREMIUIN YACHT FINSHES

Hull Repair and Adhesive
* Repairs Blister, Cracks and Joints

+ Easy to Apply — Sag Resistant

* Use on Aluminum, Wood, Concrete,

Fiberglass and Steel

PRODUCT DESCRIPTION

Hawk Filler™ Premium Marine Filler is an
extremely hard, impact resistant two-part,

fast drying epoxy filler that repairs blisters,

cracks, joints, and scratches in gelcoat
and fiberglass. Hawk Filler can be used
for repairs above and below the waterline.
It goes on like putty to fill, patch, seal

o re-build aluminum, wood, concrete,
fiberglass and steel. Hawk Filler provides
excellent protection against corrosion of
metals and erosion and deterioration of
concrete or wood. Hawk Filler's hard-
as-nails surface can be drilled, tapped,
or machined. Perfect for patching and
repairing damaged underwater surfaces.
Itis recommended for use with Sea
Hawk's Tuff Stuff™ Premium Blister
Protection.

Hawk Filler™
Item #1286 & #1287 April 2016
Technical Data Sheet

Revision date:

Marine Epoxy Filler
Use Above or
Below the Waterline

PRODUCT INFORMATION
Colors: Part A - Resin is white. Part B - Hardener is olive green. The
combined mixture is olive green.

Cure Time: Can be sanded in 45-60 minutes depending on work
environment. Fully cures in 24 hours. Do not apply unless temperature is
above 50°F for at least 6 hours after application. Will not adhere properly at
temperatures below 50°F.

Available Sizes: Half-Gallon Kit and Quart Kit

Mix Ratio: One part Ato one part B by volume or weight.

Pot Life: Work time is 15-20 minutes maximum. DO NOT mix more material
than can be applied in the work times listed.

‘Sweat-in time: None

VOC: 0 Ibs./gallon

Recommended Coats: One

Thinner: Do not thin

Cleaner: Acetone

APPLICATION DETAILS

Surface Preparation
Clean the surface carefully and remove all dirt, oil, grease, loose paint, rust,
rotted wood, marine growth and other materials. If the boat has never been
painted, use Sea Hawk's S-80 Wax “N” Grease Killer. Adhesion of Hawk
Filler™ will only be effective if the hull is clean.

Mixing

Mix on a non-porous surface. Do not mix on cardboard, paper-based and/
or porous surface. Wear tight-fitting rubber gloves. Using equal parts of Part
Aand Part B, mix thoroughly to even uniform color. Mix using a putty knife,
trowel or spatula. Apply immediately after mixing.

Application
Apply using a putty knife, spatula or trowel. Spread smoothly on the surface

ina 1/8" - 1/4” layer using heavy hand pressure to displace air bubblesivoids.

(Page 10f 2)

Sea "
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If applying multiple coats, begin spreading away from the
previously applied film so as not to trap air bubbles or
leave an uncoated surface area. When using as a patch
or grout, force material into hole or joint and smooth to the
thickness needed

CLEAN-UP
Wear chemical resistant gloves. Mix leftover Part A
and Part B, allow curing before disposing. Scrape up
spilled material with a putty knife or cover material with
an absorbent material and sweep into a container for
disposal. For product already mixed, use acetone.

STORAGE AND HANDLING
Always keep containers tightly closed and avoid extreme
temperatures. For maximum shelflife, store between 50'F
and 80°F. Use adequate ventilation and wear chemical
resistant gloves.
This product is a multiple component paint coating
and is not to be used alone. Hawk Filler consists
of two parts: Part A~ Resin, and Part B — Hardener.
Please read directions for use on the label.

PRECAUTIONARY STATEMENTS
CAUTION! IRRITANT. May cause allergic reaction. May
cause severe skin and respiratory irrtation. Avoid skin and
eye contact. Avoid breathing concentrated vapors. Do not
ingest. Use with adequate ventilation. Use with chemical
resistant gloves, eye protection and protective clothing.

FIRST AID
SKIN CONTACT - Immediately wash with soap and
water.
EYE CONTACT - Immediately flush with water for at least
15 minutes. Consult physician.
INHALATION — Move person to fresh air. Consult
physician if coughing or irrtation develops.

INGESTION - Seek immediate medical attention if
swallowed and consult MSDS,

Hawk Filler™
ltem #1286 & #1287
Technical Data Sheet

NOTICE: Reports have associated repeated and
prolonged occupational overexposure to solvents with
permanent brain and nervous system damage. Intentional
misuse by deliberately concentrating and inhaling the
contents may be harmful or fatal

IMPORTANT: This product must be blended with other
products prior to use. Read ALL warnings and precautions
on the label, also see MSDS sheets of all products being
blended, as the combination may contract the hazards

of each component. For professionally trained personnel
using proper equipment. Not for sale to general public.

BULLETS SAMPLE

+ Use over blistered fiberglass as a repair coat, and
over unblistered fiberglass as a barrier coat.

Protects metals from corrosion, including: aluminum,
bronze, stainless steel, cast iron and lead — above
and below the waterline.

Excellent for priming props, shafts, keels, trim tabs,
thru hulls and lower units

« Highest build epoxy — Fewer coats needed

« Longer window between coats makes Tuff Stuff easy
to use

« Reduced labor and less haul out time

(Page 2 0f 2)

N
, 14805 49th Street North - Cleanwater, FL 33762 + 727.523.8053 * 800.528.0997 - FAX 727.523.7325 + www SeaHawkPaints.com
J——

W NAUTICAL COATINGS, INC.

Update Job Number and
Copyright Date if needed

NEW NAUTICAL COATINGS, INC

14805 49th . FL33762

« FAX 727.523.7325 + www.SeaHawkPaints.com
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NEW NAUTICAL COATINGS, INC. 14805 49th Street North, Clearwater, Florida 33762
800.528.0997 U.S.A. Only « 727.523.8053 International * Fax 727.523.7325 + Email: ContactUs@SeaHawkPaints.com

www.SeaHawkPaints.com




